FRAME AND COVER (SEE MANHOLE
CASTING TABLE FOR DETAILS, TYP.)

%"X3" STAINLESS STEEL ANCHOR BOLTS (TYP.)
FINISHED GRADE (SLOPE AWAY FROM CASTING)

PRE-CAST CONCRETE ADJUSTING
RING OR FLANGE OF CASTING

24" RCP RISERS AS REQUIRED

2'-@Q"MN. TO 3'-@" MAX.
(FOR CONCRETE STRUCTURES

54" MIN. FROST LINE —

2'-@" DIA.(TYP.)

MIN. (1) 4" PRE-CAST CONCRETE

KENT SEAL

]

T e
i
g
EEF

ADJUSTING RINGS (TYP.)

JOINT DETAIL

INFLUENT "

I'-@" MIN.

12" MIN.

| 12 Max. L

MANHOLE CASTING TABLE

LOCATION

MODEL COVER

18" OR MORE ABOVE THE
100-YEAR FLOOD ELEVATION

OF ALL WATERWAYS

EAST JORDAN 102271GS OR
NEENAH R-1112

HEAVY DUTY SCLID

LESS THAN 18" ABOVE THE
102-YEAR FLOOD ELEVATION

OF ALL WATERWAYS

EAST JORDAN 102271PT HEAVY DUTY $OLID

LID

OUNERSHIP

LETTERING

PRIVATE

"SANITARY SEWER"

VARIES —

24" CAST IRON FRAME AND
/ COVER WITH GASTIGHT GASKET

| VARIES (41" MIN)

F—r—
@ 77777 Q’ﬁ 24" RCP RISERS AS REQUIRED

VARIES (13" MIN, 25" MAX.)
il

2
©

EFFLUENT ——

1

——FEFFLUENT TO

ALL JOINTS SHALL BE SEALED BY AN O-RING GASKET PLUS
" OR %" CITY APPROVED FLEXIBLE BUTYL RESIN \

CONCRETE SEALANT (ROPE) CONFORMING TO ASTM C22.
COMPOSITION AND THICKNESS OF MATERIAL SHALL BE
DEPENDENT ON SEASON OF INSTALLATION AND AS
DIRECTED BY ENGINEER. CONTRACTOR SHALL GROUT ALL
INTERNAL MANHOLE JOINTS WITH NON-SHRINK GROUT.

&" (SEE NOTE A)

12" MIN. TO UNDISTURBED EARTH

i B !
GREASE TRAP -

LIQUID DEPTH 22" MIN. TO
78" MAX. (SEE NOTE B)

14" STAINLESS — ]
STEEL
SUPPORT

PUBLIC MH

'CLEAN" SAND BACKFILL TO —— |

INFLUENT AND EFFLUENT PIPES
KEYNOTES:

6" (SEE NOTE A)

A. DISTANCE MAY BE INCREASED BASED ON THE
CONSTITUENTS OF THE WASTEWATER FLOWS. CONSULT

CITY PRIOR TO SHOP DRAWING SUBMITTAL.

B. MINIMUM LIQUID DEPTH MAY BE REDUCED ON A
CASE-BY-CASE BASIS AS APPROVED BY THE CITY.

NOTES:
. GREASE TRAP SHALL CONFORM TO ASTM C418
UTILIZING 4000 PS| CONCRETE.

2. EXTERIOR INSTALLATION MUST BE CONCRETE OR
CAST IRON. STEEL GREASE TRAPS SHALL ONLY BE
INSTALLED INSIDE A BUILDING.

3. CONTRACTOR MAY SUPPLY GREASE TRAP AS

MANUFACTURED BY ZURN SERIES Z-1M2@ OR JAY R.
SMITH MANUFACTURING COMPANY SERIES 82002 IF
INTERIOR INSTALLATION UTILIZED.

4. GREASE TRAPS MUST BE SIZED ACCORDING TO THE
INDIANA STATE BOARD OF HEALTH BULLETIN SE. I3,
"ON-SITE WATER SUPPLY AND WASTEWATER DISPOSAL
FOR PUBLIC AND COMMERCIAL ESTABLISHMENT" SECTION
50| "GREASE TRAPS" AND PER LOCAL REQUIREMENTS
OR CODES. THE SIZING METHOD FOR ALL STRUCTURES
MUST BE APPROVED BY THE CITY.

5. SHOP DRAWINGS MUST BE SUBMITTED TO THE UTILITY
ENGINEER FOR REVIEW AND APPROVAL.

UPON THE APPLICATION.

OUTSIDE DIAMETER + I'-@" FOR PRE-CAST

6. TOP OF CASTING SHALL EXTEND @20 FEET MIN.
ABOVE FINISHED GRADE UNLESS APPROVED BY THE
CITY. CASTING MUST NOT BE WITHIN I'-©" HORIZONTAL
DISTANCE OF ANT PAYED OR CONCRETE SURFACE.

1. SAMPLE BOX MUST BE PLACED ON SUITABLE BASE
OF COMPACTED S0IL OR UNDISTURBED EARTH N

TRAFFIC CONDITION.
8. SAMPLE BOX 1S PROPERTY OF OUWNER AND WILL NOT
BE MAINTAINED BY UTILITY.

9. THE BAFFLE ORIENTATION SHALL BE DEPENDENT

T,

©" OF INTERNAL OR EXTERNAL JOINTS
6" REINFORCED CONCRETE

Yz* DIA, —~|
COMPACTED FILL OR UNDISTURBED EARTH
CORE DRILLED OPENING WITH RESILIENT
CONNECTOR OR CAST-IN-PLACE A-LOK OR
{ CITY APPROVED EQUAL (TYP. ALL PIPE
PENETRATIONS).
NO CORE UWILL BE PERMITTED WITHIN

2 STONE AS REQUIRED BY CITY FOR
UNSTABLE SOIL CONDITIONS - DEPTH
TO STABLE GROUND PER CITY

L 6" MIN. CRUSHED *& STONE MAT
FOR LEVELING AND SUPPORT

mXarmel Utilities
STANDARD DETAILS

TITLE:

GREASE TRAP AND
SAMPLE BOX DETAIL

DATE: September 2012
DRAWING: CS30

SCALE: Not To Scale DRAWN BY: Jones & Henry Engineers, Ltd.
FoRT AR, DO
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